F.AP, TOTAL | SHEET ]
BENCH WIDTH 1.5m PROP ROW RTE. SECTION COUNTY SHEETSI NO.
3.0m (TYPJ | ™™ ryen 399 | 36R-1L,3TR-2 | TAZEWELL | 449 | 38

STA 7+663.000 TO STA 104097.000

EXIST ROW r o ST FED. ROAD DIST. NO. 4 [ILLINOIS [FED, AID PROJECT
PROP.
PROP, ROW EXIST ¢ h
) L VARIES
HEAVY DUTY EROSION
- 0.775 m 0775 m 0.9t CONTROL BLANKET
L 09 m, _2im__|_ VARIES , 6 m 7.2 m Lz [
. N MIN, 108 m 10 7.2 m
N , RIPRAP TO ELEVATION
S A2 OF THE BERM
~N . »,
=2, l 207 - 2.0% ‘
7 7‘i * (S 3
DOMG ' 3 / rf 77
2T \VNe @ zes e/ /el /T
PROPOSED IL ROUTE 8 LEGEND:
STA. 7+663.000 TO STA. 7+756.947 (D PROPOSED P.C.C. CONCRETE PAVEMENT, 250 MM (JOINTED)

@ PROPOSED SUBBASE GRANULAR MATERIAL, TYPE A, 300 MM

@ PROPOSED COMBINATION CONCRETE CURB AND GUTTER, TYPE B-15.60
@ |PROPOSED TIE BAR (NO 20 @ 600mm)|

PROPOSED CONCRETE SIDEWALK, 100 MM

PROPOSED FURNISHING AND PLACING TOPSOIL, 100 MM

PROPOSED SOD, SALT TOLERANT OR SEEDING CLASS 2A

REMOVAL AND DISPOSAL OF UNSUITABLE MATERIALS

PROPOSED CONCRETE GUTTER TYPE A (MODIFIED)

[CONSTRUCTION JOINT]

PROPOSED HOT-MIX-ASPHALT BASE COURSE, 200 mm

"PROPOSED POLYMERIZED HOT-MIX~ASPHALT SURFACE COURSE,
MIXTURE “D“, N50, 40 mm

PROPOSED POLYMERIZED BITUMINOUS MATERIALS (PRIME COAT)
[SAWED _JoINT!
NOT USED

PROP. ¢

EXIST ¢
L VARIES o

:

0.775 m

0.775 m
r. 7.2 m . 3.6 m . 7.2 m . 2l m 03 m

2.1 m

| I i3
—= 2:0% 2.0% w2t

F ! o T T + #+ >

7
— i /7]
|
'j—“ o) : |_|300mm
300mm O ‘
PROPOSED CONCRETE CURB AND GUTTER SHALL NOT BE PAID FOR

/
SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF SUBBASE

EXIST PROP. GRANULAR MATERIAL, TYPE A, 300mm.
¢,|~ varies PROP- & ‘
|
|

PROPOSED
RETAINING WALL
(SEE PLANS FOR
LIMITS)

PR PEOPWEPERO®

PROPOSED IL. _ROUTE 8
STA. 7+756.947 TO STA. 8+070.063

NOTE:
SUBBASE GRANULAR MATERIAL, TYPE A IN EXCESS OF 300mm UNDER

[-0.775 m

S~ 21 m 2l m,. 03 m

7.2 m . 3.6 m . 7.2 m

|
i
.J- | VARIES, MAX. 2.3;

i F T

- \@ Z Z. : !1; éZ;,L

PROPOSED IL ROUTE 8
STA. 8+070.063 TO STA. 8+408.227

REVISIONS
NAME DATE | ILLINOIS DEPARTMENT OF TRANSPORTATION

LB BVOX ILLINOIS ROUTE 8 - SEGMENT 2

PROPOSED TYPICAL SECTIONS .
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